PRACTI CAL EXERCI SE
PRI NTOUT ANALYSI S AN TYC- 39( A)

| NTRCDUCTI1 ON:

This practical exercise will provide you with the tine to
practice interpretation of received service printouts and
determ ne corrective action in the operation of the M5. Your
| earni ng objective for this lesson is to correctly interpret
service printouts, determne corrective action in three of four
printouts within 30 mnutes and to correctly answer 7 of 10
questions within 30 m nutes.

| TEMS YOU WLL NEED FOR TH S LESSON:

1. Oper ational AN TYC- 39A
2. TM 11-5805- 790-12- 3.
3. TM 11-5805- 790-12- 4.
4. TM 11-5805- 790-12- 5.

THE LESSON STRATEGY:

This practical exercise directs you in your practice of
interpreting received operational and traffic printouts and
determ ni ng necessary action in the operation of the AN TYC
39(A). The primary aid you will use is TM 11-5803-790-12-4.

APPLI CATI ON:

1. In Part One, performprintout analysis in the AN TYC
39A within 30 m nutes using TM 11-5805-790-12-3 through 12-5.

2. Your instructor will initial your PE during your
per f or mance.

3. In Part Two, answer questions by filing in the bl anks
or circling the answer.

4. When you have conpleted Part Two, ask your instructor
to grade it for you.

5. If it is not clear what you are required to do, ask
your instructor for clarification.
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PART ONE

Crcle the proper answer or fill

printout interpretation in the AN TYC 39A
initial upon conpletion of each printout.

1. Printout Type: Traffic or Operati
Printout Reference Paragraph

Supervisor or Traffic Service Acti

| NSTRUCTOR' S | NI TI ALS

in the blank as you perform
Have 1 nstructor

onal

2. Printout Type: Traffic or Operati
Printout Reference Paragraph

Supervisor or Traffic Service Acti

| NSTRUCTOR' S | NI TI ALS

on Required?

onal

3. Printout Type: Traffic or Operati
Pri ntout Reference Paragraph

Supervisor or Traffic Service Acti

| NSTRUCTOR' S | NI TI ALS

on Required?

onal

4. Printout Type: Traffic or Operati
Pri ntout Reference Paragraph

Supervisor or Traffic Service Acti

| NSTRUCTOR' S | NI TI ALS

on Required?

onal
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on Required?

YES/ NO

YES/ NO

YES/ NO

YES/ NO



PART TWO

1. You have received a floppy disk drive printout with
the reason code DIRE. Wat does DI RE stand for?

2. Wiy would a system failed printout occur?

3. You have received a nessage error/discrepancy traffic
printout with the mmenonic TSF. Wsat is the program description
and program response for this code?

4. You are given a phone nunber for one of your circuit
switched data termnals. What data base (DABA) chapter w |
gi ve you the associated R ?

5. What is the standard information printed on all data base
(DABA) printouts?

6. Expl ain why you woul d receive a traffic printout
referenci ng queue and di sk backl og: "SYS UPPER'.
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Use the following printouts for questions 7 through 10:

0969 099 NRI DOCCCZYVW RUTCCST0002 0990959  40000307SL075/ 0043
0969 099 NRI 40000307 LO75 , RUTCLAP=S

NNNN

OATUZYVW RUTCCSD0043 0990959- UUUU- - RUTCCSA.

ZNR UUUWU

BT

UNCLAS SVC RUTCCST0002 0990959

| NVALI D ROUTI NG

MESSAGE NOT DELI VERED TO RI (S) LI STED FOR SPECI FI ED REASON
MESSAGE SECURI TY | NCOVPATI BLE W TH DELI VERY Rl - REPROTECT FOR
RUTCLAP

7. Are these printouts traffic or operational?

8. What printout reference paragraphs would you use?

9. VWat are the reasons for the printouts?

10. What did the switch do to the original nessage?

SUMVARY

You have now denonstrated your know edge on the AN TYC
39(A) nessage switch. You have al so denonstrated your
ability to performprintout analysis in the operation of
the M. Wth this know edge and conti nued practice, your
ability will continue to increase, making you a better
operator or supervisor of the ANNTYC 39(A) nessage switch
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SUPERVI SOR PCSI TI ON OPERATI ONS

| NTRCDUCTI1 ON:

This practical exercise allows you to check and reinforce
your understandi ng of the supervisory position and conmands.
Your objective is to correctly perform8 of 10 supervisory
procedures within 1 hour and correctly answer at |east 14 of 20
gquestions within 1 hours.

| TEMS YOU WLL NEED FOR TH S EXERCI SE:

1. OQperational ANNTYC-39A with term nal s.
2. TM 11-5805- 790-12- 3.
3. TM 11-5805- 790-12- 4.
4. TM 11-5805- 790-12- 5.

THE LESSON STRATEGY:

1. You will have 1 hour to conplete part one in the AN TYC 39A
and 1 hour to conplete part two witten portion of this
practical exercise.

2. When you have conpleted this exercise, turn it into your
i nstructor.

3. |f there are no questions you may begin.

APPLI| CATI ON:

1. Using TMs 11-5805-790-12-3, 4, 5 perform 10 supervisory
procedures in the AN TYC 39A

2. Using TMs 11-5805-790-12-3, 4, 5 answer the 20 questions on
the practical exercise provided.

3. When you have conpl eted the exerci se have your instructor
grade it for you.

4. If it is not clear what you are required to do, ask your
instructor for clarification.
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PART ONE
Performthe followng steps in the AN TYC 39A

1. bserve the channel status area of the Supervisory VDI.
VWhat real lines are assigned in the data base?

Li ne nunber s:

2. Performthe foll ow ng procedures:
a. Print nessage switch to circuit switch display.
b. Send nessage switch term nal display.

3. Perform the DABA SW T comrand.

4. Enter one DABA command to obtain all the line classmarks
and router information for |ine 08.

5. Using information on the printout fromthe previous step,
send a check nessage to line 8.

6. Performthe follow ng channel | oopback tests on |ine 6 and
i ndi cat e whet her each test passed or fail ed:

LTU: PASS or FAIL
MODEM PASS or FAIL

REMOTE: PASS or FAIL

7. Perform configuration conmands as directed by your

i nstructor.

8. Perform a device sel f-check on an LPU

9. Performthe status command that wll give you a printout of

configuration status information.

10. Performthe command that will give you the next ASN to be
assi gned.
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PART TWO

Answer the follow ng questions by filling in the blank or
circling the best answer.

1. VWhat rows on the supervisory VDT contain the individua
channel status?

a. Rows 1 and 2.

b. Rows 2 and 3.

C. Rows 4 and 5.

d. Rows 21 through 25.

2. How can you stop the systemalarm"RRI"?

S. Press the ACK key.

b. Press the MODE key.

C. Enter NCRR A

d. Enter RTOV.

3. What command should you use if you cannot guarantee nessage
accountability?

a. ABCY A
b. ABCY D.
C. SACK
d. &CAN
4 Whi ch command al l ows you to put a channel in-service by

channel nunber?

a. CCSR
b. LCSR
C. Cl SR
d. LI SR
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5. Wi ch of the follow ng commands will receive a NAK?
a. STAT RI C 046.
b. RCSN RUTCAKE | .
C. LOSR 046.

d. CMSG RUTCAKE.

6. Whi ch command makes a device avail able for on-1ine use?
a. CONN
b. DCON.
C. YAVL.
d. Yl GN.
7. What woul d be the command |ine to | oopback channel 20 at
t he nodenf

a. LOOP CHN 020 MODEM
b. ECVD LPBM MODEM 020.
C. CHEK CHN 020 MODEM
d. LPBK CHN 020 MODEM

8. Where do you find the results of the conmand perfornmed in
question 77

a. SUP or COM LPU.
b. SUP or COM VDT.
C. OFF- LI NE MAI NT VDT.

d. A & B
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9. Whi ch command woul d gi ve you conplete |Iine classmarks and
routing information on a specific channel ?

a. DABA CHN 007 RI.
b. DABA LI NE 07 A
C. DABA RI RUTCAKE
d. DABA XREF LI NE

10. While in the display node what key is used to return to the
SYS- SUM node?

a. DI SM
b. NO.
C. ACK.
d. MODE
11. In the channel status area, what indicates that a channel

has passed a | oopback test?

a. +*
b. LA.
C. LP.
d. B & C

12. What conmand gives the nunber of nessages in queue for
routers?

a. STAT MBC.
b. STAT MBR
C. DABA R ALL.

d. DABA ALL.
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13.

14.

How are RI's in each node listed on the graphic display?

When you press the supervisory function ACKT key, what

happens on the VDT screen?

15.

16.

17.

18.

19.

What reports does CANP cancel ?

VWi ch command would initialize an SDU?

What devices are required to initialize an SDU?

Whi ch command is used for copying a floppy disk?

What command all ows you to operate on-line with one control

and two history SDUs.
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20. List and describe the operator directives that a | ogged-on
adm ni strator can perform

SUMVARY:
You have just denonstrated your ability to identify the use
and format of the AN TYC- 39A supervisory position. Wth
this knowl edge and continued practice, your ability wll
continue to increase which will nmake you a better
oper at or/ supervi sor of the nessage switch AN TYC- 39(A).
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MESSAGE DI VERSI ON

| NTRCDUCTI1 ON:

This practical exercise will provide you with the tine to
practi ce commands associ ated with nessage di versi on procedures
as they are applied in the nmessage swtch AN TYC-39(A). Your
| earni ng objective for this lesson is to practice inplenenting
and renovi ng nessage diversions until you are able to correctly
perform 14 of 20 nmessage diversion procedures within 60 m nutes
and to correctly answer 7 of 10 questions within 30 m nutes.

| TEMS YOU WLL NEED FOR TH S LESSON:

1. Operational AN TYC 39(A).
2. T™M 11-5803- 790-12- 2.
3. T™M 11-5803- 790-12- 3.
4. TM 11-5805- 790-12- 4.

THE LESSON STRATEGY:

Part one of this practical exercise directs you in your
practice of perform ng nessage diversion procedures. Part two
directs you to answer 10 questions by filling in the blank or
circling the best answer. The primary aid you will use is T™M
11-5805- 790- 12- 3.

APPLI CATI ON:

1. In Part One, perform nessage diversion procedures
within 1 hour using TM 11-5805-790-12-2 and -3 and figure 1 or
2.

2. Your instructor will evaluate your printouts and
initial your PE during your performance.

3. In Part Two, answer questions by filing in the bl anks
or circling the best answer.

4. When you have conpleted Part Two, ask your instructor
to grade it for you.

5. If it is not clear what you are required to do, ask
your instructor for clarification.
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| ANV UGC- 74 | | AN/ UGC- 144 |
| LINE 6 | | LI NE 7 |
| RUTCAKE | | RUTCLAP |
| | | |
| | | |
| | | |
| |
|_I - |
| TYC- 39A | | TYC- 39A
| SITE 2 I | SITE 8
| RUTC UUTC YETT | | RUSF UUSF YUSF
| | |
| | |
: :
| AN UGC- 144 | | AN UGC- 144 |
| LI NE 8 | | LINE 9 |
| RUTCARP | | RUTCAGE |
| | | |
| | | |
| | | |
FIl GURE 1

260-ASIZ2/B01-LP3-PE 70



| AN UGC- 74 | | AN UGC- 144 |

| LINE 6 | | LINE 7 |

| RUSFUNK | | RUSFLI P |

I I I I

I I I I

I I I I

I I
_l | _
I I I
|  TYC39A | | TYC 39A |
| SITE 8 |l | SI TE 2 |
| RUSF UUSF YUSF | | RUTC UUTC YETT |
I I I I
I I I I
| |

| AN UGC- 144 | | AN UGC- 144 |

| LINE 8 | | LINE 9 |

| RUSFLOP | | RUSFAST |

I I I I

I I I I

I I I I

FI GURE 2
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PART ONE

Have instructor perform TGEN commands to add reintroduction
information to database. Using TM 11-5805-790-12-3, performthe
foll ow ng nmessage diversion procedures using Figure 1 or 2 as
directed by your instructor.

Step 1. Wite and performthe status command that will give
you information about all operator-initiated diversions in
effect. |If there are no diversions in effect continue with step
2. If any diversions are in effect have instructor renove them
and then continue with step 2.

Command

Step 2. Wite and performthe command which will allow you to
altroute by CHANNEL all nessages (all nedia and precedence) for
RUSFUNK (Figure 2) or RUTCAKE (Figure 1) to be altrouted to
channel 8.

Command
Step 3. Wite and performthe command which will allow you to
altroute confidential and priority nmessages from channel 08 to
channel 9 by ROUTI NG | NDI CATOR

Command
Step 4. Wite and performthe command which will allow you to
altroute all nmessages for line 9 by channel to traffic service
position of DI STANT nessage switch.

Command

Step 5. Wite and performthe conmmand which will show the
status of only altroutes.

Conmmand
Step 6. Di splay and print screen that shows all dedicated
term nal s.
Step 7. D splay and print screen that shows nessage switch to

message switch connections.

Step 8. Wite and performthe command to discontinue altroute
performed in step 2.

Command
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Step 9. Wite and performthe command to discontinue altroute
performed in step 3.

Command

Step 10. Wite and performthe command to discontinue altroute
performed in step 4.

Command

Step 11. Wite and performthe status command that will show
only altroute information. There should be no altroutes in
effect. |If there are, renpve them using the proper commands.

Command
Step 12. Wite and performthe reintroduction conmand that w |
activate reintroduction for channel 8.

Command

Step 13. At the traffic service position send a nessage to
router on channel 8. If you have perforned previous step
properly the message shoul d have been reintroduced (diverted)
and should print at your traffic service printer.

Step 14. Wite and performthe conmand to show all diversions
in effect.

Command

Step 15. Wite and performthe command to deactivate
rei ntroduction procedure perforned in Step 12.

Command

Step 16. Wite and performthe command to intercept nessages by
router and by i mmedi ate precedence for channel 6.

Command

Step 17. Wite and performa status command that will give
information on only intercept diversions in effect.

Command
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Step 18. Wite and performthe command to di scontinue intercept
diversions that are in effect.

Command

Step 19. Wite and performa status command that will give you

informati on about all diversions in effect. |If any diversions
are still in effect renove them using the proper comands.
Conmmand

Step 20. Wite and performthe conmand to activate
reintroduction for the entire switch

Command

When all 20 steps are conpleted, tear off paper from
printers, sign, and turn in to instructor for eval uation.

| NSTRUCTOR' S | NI TI AL:
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PART TWO

1. What types of nessages are not altrouted?

2. |f a message is subject to nore than one diversion
what is the hierarchy of the diversions?

3. Usi ng the graphic display screens, explain howto
identify altroute paths that are in effect.

4. What types of nessages are not intercepted?
a. CRI TI C nessages.
b. Hi gh- precedence answer backs.
C. Mode |1 acknow edgenents.

d. Al of the above.

5. What status commands will give you altroute
i nformation?

a. STAT ALT.
b. STAT MSG
C. STAT | CA

d. A & B.
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6. When you have alrouting in effect, what on the channel
status summary indicates that a channel has sone type of nessage
diversion in effect?

a. +.
b. *,
C. %
d. $.
7. When intercept is in effect, where are nessages
stored?
a. St orage device unit.
b. On-1ine processor.
C. Pseudo |ine 76.
d. Returned to OSRI for storage.
8 What system al arm i ndi cates nessages are being

delivered to the linmbo |ine?

a. I LI

b. LIM
C. LPU.
d. ORB

9. What system al arm i ndi cates overfl ow has been
initiated?

a. OVT.
b. STL.
C. *TD.
d VOV.
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10. What graphic display screen includes the LIMBO |line
connections?

a. MB- CS.
b. MS- VS.
C. MV5- DI N.

d. M5- TERM
SUMVARY

You have now denonstrated your know edge and ability on
message diversion procedures as they are used in the
AN TYC-39(A). Wth this know edge and continued practice, your
ability will increase and will help nmake you a better
oper at or/ super vi sor.

END
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MESSAGE TRACE AND RETRI EVAL PROCEDURES

| NTRCDUCTI1 ON:

This practical exercise will provide you with the tine to
practice conmands associated with nessage trace and retrieval
procedures as used in the ANNTYC 39(A). Your |earning objective
for this lesson is to inplenment trace and retrieval conmands
until you are able to correctly enter three of five commands
within 30 mnutes and to correctly answer 7 of 10 questi ons.

| TEMS YOU WLL NEED FOR TH S LESSON:

a. Operational AN TYC 39(A).

b. 2- ANV UGC- 144 dedi cated termnals.
C. 1- AN UGC- 74 dedi cated term nal.
d. TM 11-5805- 790-12- 2.

e. TM 11-5805- 790-12- 3.

THE LESSON STRATEGY:

Part one of this practical exercise directs you in your
practice of perform ng nessage trace and retrieval procedures.
Part two requires you to answer 10 questions on trace and
retrieval. The primary aid you will use is TM 11-5805-790-12- 3.

APPLI CATI ON:

1. In Part One, performtrace and retrieval procedures
within 30 mnutes using TM 11-5805-790-12- 3.

2. Your instructor will evaluate your printouts and
initial your PE during your performance.

3. In Part Two, answer questions by filling in the bl anks
or circling the best answer.

4. When you have conpleted Part Two, ask your instructor
to grade it for you.

5. If it is not clear what you are required to do, ask
your instructor for clarification.
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PART ONE

Usi ng TM 11-5805-790- 12- 3, paragraph 5-24, performthe
foll ow ng procedures associated with nessage trace and retrieval
as directed. |If you receive a report that says "Cancel or
continue," ask your instructor which to perform

1. Procedure 1. Retrieve a range of nmessages by ASN al ong
with trace report with MCB data. Send entire nessage
copies to traffic service position only. Qbtain ASNs from
i nstructor:

ASNS:

COMVAND:

2. Procedure 2: Performtrace procedures to determ ne nessage
deliveries to channel 06 using a specific tine period. GCbtain
time range frominstructor.

TI ME RANGE

COMVAND:

3. Procedure 3: Initiate TWD trace procedures using
originating station routing indicator (OSRI) and range of
originating station sequence nunbers (OSSNs). Obtain OSRIs and
OSSNs frominstructor. Since your main objective for this
procedure is to CANCEL the 2d trace once the first one has
begun, you nust use SPEED when inputting all these conmand
[ines.

1st OSRI/ OSSNS

2d OSRI / OSSNS

1st TRACE COMVAND:

2d TRACE COMVAND:

COVWAND TO CANCEL TRACE
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4. Procedure 4: Retrieve nessages on input from channel 6
using a range of channel sequence nunbers (CSNs); no trace
report; send copies of nessage headers only to traffic service.
(btain CSNs frominstructor.

CSNs

RETRI EVE COVIVAND

5. Procedure 5: Retrieve nessages delivered to a channel 7
using a range of tinme: long report, deliver retrieved nessages
to traffic service position only. Cbtain tinme range from

i nstructor.

TI ME RANGE

RETRI EVE COVIVAND
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PART TWO

1. What do nessage trace conmands all ow you to do?

2. Define the ANN TYC-39A retrieval process.

3. Whi ch command cancels a trace?
a. NTRA.
b. DTRA.
C. CANT.
d. CNAR
4 VWhat alarmis displayed when the left limt is found for a

Ti?AC/ RETR command wi th OSSN or CSN?

a. LFT.

b. LSN.

C. TRA.

d. NTR
5. When using TSHin a retrieval command, what are you
choosi ng?
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6. When using TSMin a retrieval command, what are you
choosi ng?

7. | f you want to print the trace report wwth MCB data and
printout events, what specification would you choose?

a. ALL
b. N
C. S
d. L
8. What command nust be entered to acknow edge the TRA al arm

and to term nate the RETR/ TRAC command?

a. CONT N.
b. CONT Y
C. NTRA

d. STOP TRA

9. VWhat is the priority of processing if nore that one trace
request is queued at the sanme tinme?
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10. A trace report has been printed and has a report trailer
field that states: "TRACE MAY BE CONTINUED." What does this
mean and what conmand woul d you use to search for earlier
nessages?

SUMVARY

You have now denonstrated your know edge on trace and
retrieval procedures as they are used in the nessage switch
AN TYC-39(A). You have al so denonstrated your ability to
performtrace and retrieval and operate the nessage switch
AN TYC-39(A). Wth this know edge and continued practice, your
ability will increase, making you a better operator supervisor.

END
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